














8.5 ATLAS:  EXAMPLE OF CONNECTION OF A CSF VALIDATOR THROUGH AN ETHERNET CABLE CATEGORY 5E AND OVER

Connect the shield of the cable to GND only on the Atlas side in PIN 3 of J5 terminal

Connect a resistance value of 120 ohm in parallel between pins A and B of the connector only on the CSF validator side

Refer to section 7.4 to connect the main power supply to the Atlas
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ATLAS side terminal J5 =
Pin 1: white/blue wire
Pin 2: blue wire
Pin 3 (- GND):  shield of the ethernet cable
        orange and orange/white wires (twisted pair)
Pin 4 (+): brown and brown/white wires (twisted pair)

CSF validator side =
- (T): orange and orange/white wires (twisted pair)
+: brown and brown/white wires (twisted pair)    
A: white/blue wire
B: blue wire } (wires of the same twisted pair)
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Cable category 5E and over
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9. MAINTENANCE: INTERNAL BATTERY CHARGING

Power on the Atlas and keep it powered for 24 consecutive hours.

At the end of the 24 hours charging cycle power off the Atlas: the LED with the battery icon turns ON (LED DL3)

As confirmation of the correct procedure wait for all the LEDs switching off.

Note the date of the last battery charge cycle to perform a new charging cycle within 3 months max.

Hold the S3 button on the back of Atlas until the red LED "R" on the front panel turns ON (LED DL10).

Important: the charging cycle of the internal batteries should be performed if you have an Atlas not powered for long periods of time.
In this case it is mandatory to fully charge the internal batteries at least every 3 months max.
Failure to observe this warning will destroy the internal rechargeable batteries.

To perform a complete cycle of charging the Atlas internal batteries proceed as follows:


